
LUMA ROBOTICS / WEBSITE CONCEPT / EXAMPLE ONLY 1

LUMA ROBOTICS / EXAMPLE DATASHEET

Luma C25
A long-reach concept for end-of-line palletizing and heavier material handling.

EXAMPLE ONLY. All values are fictional placeholders for website layout review. This is not an approved product
specification. Replace with validated engineering data before external use.

Specification Luma C25 - illustrative values

Product family Industrial collaborative arm

Payload 25 kg

Reach 1800 mm

Repeatability ±0.05 mm

Axes 6

Robot weight 68 kg

Maximum TCP speed 1.5 m/s

Joint range J1 / J2 / J4 / J5 / J6: +/-360 deg; J3: +/-160 deg

Maximum joint speed 180 deg/s (example, each axis)

Footprint Diameter 180 mm

Mounting Floor, wall or ceiling (example)

IP rating IP65 (unverified, illustrative)

Operating temperature 0-45 deg C

Typical power consumption 650 W

Input power 100-240 V AC, 50/60 Hz

Tool I/O 2 DI, 2 DO, 1 AI

Tool power 24 V DC, 1.5 A

Communication Ethernet TCP/IP, Modbus TCP (example)

Controller Example controller / 10-inch pendant

Safety and certifications To be confirmed. No certification claimed.
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